
65-Series HARD TRI-FOLD TONNEAU COVER

The Travel Pro hard tri-fold tonneau 
cover comes fully assembled and 
ready to install.  Please note any
damage or missing  components
before installing.

Wash truck bed.

Place assembled cover over
the cab end of the truck.

Unfold the cover fully and adjust
the position over the bed for 
proper cab/tail alignment.

Carefully refold the cover
without shifting its position on the
truck bed.

FOLLOW & TAG US IN YOUR PICS FOR A CHANCE TO WIN A 100% REBATE OF YOUR PURCHASE!
A NEW WINNER IS CHOSEN EVERY MONTH!

@RDJ_TRUCKS                    @RDJTRUCKS



www.rdjtrucks.com     //    info@rdjtrucks.com

If your truck has bed rail caps or a bed-
liner that covers the metal bed rails, you 
will need to remove enough material so 
that all the clamps make solid contact.

100mmTrim only enough of the bed cap edge or liner wall so 
the clamp contacts the bottom of the metal bed rail.

Ensure clamp is positioned 
under bed rail flange. Hand 
tighten until clamp contacts,

then tighten two
additional turns.

DO NOT use a 
wrench or over 
tighten!

With the tailgate open 
and front clamps 
secured, completely 
close the cover.

Slide the rear 
clamps out to
the bed rail and 
position under 
bottom edge of 
bed rail flange.

Screw/unscrew the lever to adjust
clamp length. Pull lever down to secure 
against the bed rail flange. DO NOT
use excessive force. Loosen if needed.

You may also drive with the convenience of the 
cover in the open position.  

Fold the cover forward and fasten BOTH 
straps in the middle section to the front rail.

IMPORTANT: Before folding the second 
section of the cover, the rear clamps must 
be stowed securely into the rail.

IMPORTANT NOTICE
While driving, the cover must be completely flat and secure with all 

four clamps in the closed position or completely folded up (all panels) 
and secured at the cab.  DO NOT DRIVE with the cover in a partially 

opened position.

Remove any snow or foreign matter
before folding the cover.

To remove foreign matter from the panel hinges, remove 
one end cap and slide panels apart.  Reassemble after 
cleaning.


